
Calibration block formats, draft 5/4/00, D. Wood

PDT Calibration block:

Word Data Bits
0 Calibration block word count 16
1 Channel enables 1-16 16
2 Channel enables 17-32 16
3 Channel enables 33-48 16
4 Channel enables 49-64 16
5 Channel enables 65-80 16
6 Channel enables 81-96 16
7 Wire threshold, wire test pulse amplitude 8+8
8 Pad test pulse amplitude, CB delay settings 8+8
9 Test pulse turn prescale value 16
10 Test pulse delay setting 16
11 ADC pipeline length 6 (+10 spare)

Scintillator Calibration Block

Word Data Bits
0 Calib block length 16
1 Group A Channel Enable Mask 16
2 Group B Channel Enable Mask 16
3 Group C Channel Enable Mask 16
4 Group A analog select (1 bit set) 16
5 Group B analog select (1 bit set) 16
6 Group C analog select (1 bit set) 16
7 SFE Thresholds: if bits 15-8 are clear, then

bits 0-7 indicate a common threshold for all
channels.  Otherwise, bits 15-8 identify a
standard set of thresholds

16

8 L1 latency preset (LAT_PRE) and ADC
delay (ADC_DEL)

8+6 (+2 spare)

9 L1 FIFO depth (L1_DEL)+test pulse
Preset (TP_PRE)

6+8 (+2 spare)

10-21 SLP enable+delay+DAC 12*(1+7+8)


