Assemble @ch power supply osser‘nb\y by reference to thé prototype using the fJ\ lowing materials:
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Cover, terminal,

Terminal ,
Terminal ,
Terminal ,
Terminal ,
75" WTre,AWG
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56" Wire, AWG 12, Yel, stranded, 105 deg C, 600V ,FT1, TEW

26" Wire, AWG 12,Blk, stranded, 105 degC, 600V, FT1, TEW

6.5"  Wire, AWG 10, Blk, stranded, 105 deg C, 600V, FT1, TEW

3.0"  Wire, AWG 18,Blk, stranded, 105 degC, 600V, FT1, TEW

3.0"  Wire, AWG 18, Wht, stranded, 105 deg C, 600V, FT1, TEW

5.0"  Wire, AWG 18, Grn, stranded, 105 deg C, 600V, FT1, TEW

Lot Wires, terminated, for assembly wiring as follows (parts included inabove |ist):
APP = Anderson 30A powerpole (see above)

6 Ring =Voltrex CRS-ZV-1006 viny| insulated ring terminal for AWG 2 wire &
10 Ring=Panduit #PV10-10R-D viny| insulated ring terminal for AWG 2 wire &

12, Red,

Description

Stondoff threaded female/male,

Qty AWG Color
3 2 Red
3 12 Red
3 2 Yel
3 2 Yel
1 12 Blk
1 2 Blk
1 10 Blk
1 8 Blk
1 18 Wht
1 18 Grn
Note * :

fabricated from Lexan per Sheet 2
Clamp, Line cord (included with power suppl ies)
Clamp, DC cable, neoprene-cushioned steel ,
Connector housings, Anderson powerpole zBSOGMye\ low 30A
Connector housings, Anderson powerpole

Connector housing, Anderson powerpole #133064 Blk 30A
Connector shel | w/o latch, Anderson powerpole # 146163 7,8 pole plug
Connector contacts, Anderson powerpole #1331 30A

Fuse block, (6 po\e) Bussman S-8301-6

Fuses, L itflefuse 313008 8.0 Amp slo-blow

Guard, bottom front (underguard), fabricated per Detail C
Line cord Beldon 17239 3-cond, 18-3 SVT

Mounting rails,DIN,
Mounting plate, fuse block,
Power supplies, Lambda LZS/SE 150
Screws , mounting, for Din rails and fuse plate - Metr ic pan head phill ips, M4 X 6mm, SS or zinc-plated steel
Screws , mounting, for terminal cover - Panhead phillips, 6-32 X 1/4",SS or zinc p\oted steel

Screws, mounting, for fuse block to fuse plate - Pan head phillips, 6-32 X 3/ 16", SS or zinc-plated steel
1/4" outer dia, 0.500" length, hex brass, 6-32 threod SPC part #HMFB-6-500A
Voltrex CRS-ZV-1006 viny | insulated ring terminal for AWG 12- 10 wire & £6 stud (yel)

Panduit #PV10-10R-D viny| insulated r ing terminal for AWG 12-10 wire &
Voltrex CRS-ZV-1806 viny | insulated ring terminal for AWG 22-18 wire & #6 stud gred)
Voltrex CRS-ZV-1406 viny| insulated ring terminal for ANG 16-14 wire & #6 stud
stranded,

1330 red 30A

fabr icated per Detail A
fabricated per Detail B

105 deg C, 600V, FT 1, TEW

Lngth Term
(wire)

9.00" 10 Ring
16.00" 6Ring
4.75" 10 Ring
13.75" 6 Ring
22 .00" 10Ring
3.75" 10Ring
6.50" 10 Ring
3.00" 6 Ring
3.00" 6 Ring
5.00" 6 Ring

0.44" dia, Vol trex SVC-7

Term

B
#6Ring
APP Red
#6Ring
APP Yel
APP Bk
6Ring
10Ring
6Ring
6 Ring
Note

Crimp free end inwith AC | ine cord gnd connector inblue ring terminal .

10 stud (yel)
blue)

6 stud
10 stud

Used On

PS 1(+) to fuses
fuses to output
PS 2(-) to fuses
fuses to output

PS to output

PS 1 7; to PS ngnd)
PS 1(-) to PS 2(+) connection
PS 1 AC; toPS 2 gAC

PS 1(AC) to PS 2 (AC

PS 1(Gnd) to PS 2(Gnd)

Power Cord - Terminate with (red) ring terminals for #6 stud. Crimp gnd wire inwith Grnwire noted above .

Detail A

Mounting Rails (2 Required)

Fabr icate from 35/7mm unperforated DIN raf|

5/16" Punch X 2

3/ 16" Punch X 6
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Detail B: Fuse Block Bracket
Fabr icate from 1/8" 6067176 AL
O/— #36 Drill 6-32 Tap X 2
" 3/%" Punchx2 o5y [
O O J
0-7/8" —=— f———1-7/8 ‘ A
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Detail C: Front Under Guard
Fabr icate from 0.020" FRP (G-10)
) 0-1/2 27 V8"
3/16" Punch X 2
@) O
] 3-1/4n | 4

6-1/2"
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